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PP Tees with reduced branch, injected

Product image for illustration purposes only.

Product details:

· grey - RAL 7032· injected, with elongated spigot, for butt
welding, IR- and electrofusion welding· Based on DIN EN ISO 15494/C

SDR d1 le1 le2 z1 z2 Length kg/piece e Art. No.
(mm) (mm) (mm) (mm) (mm) (mm) (mm)

11 63 63 56 108 103 215 0.300 5.8 013500143
11 75 70 56 127 113 253 0.540 6.8 013500331
11 75 70 63 128 117 255 0.560 6.8 013500144
11 90 82 66 141 127 282 0.790 8.2 013500578
11 90 73 68 136 138 280 0.800 8.2 013500145
11 110 88 68 164 149 328 1.345 10.0 013500332
11 110 86 70 159 151 320 1.250 10.0 013500146
11 110 86 79 159 158 320 1.440 10.0 013500333
11 125 90 83 171 170 341 1.860 11.4 013500334
11 160 105 65 208 170 416 3.440 14.6 013500147
11 160 98 74 172 180 343 2.560 14.6 013500335
11 160 104 83 206 190 412 3.685 14.6 013500579
11 160 104 89 207 200 414 3.685 14.6 013500580
11 200 122 98 250 234 500 8.300 18.2 013500337
11 225 120 70 276 227 555 6.400 20.5 013500338
11 225 129 82 278 228 556 9.380 20.5 013500148
11 225 130 86 278 238 556 6.600 20.5 013500581
11 225 130 109 280 258 560 10.000 20.5 013500582
11 225 120 105 276 280 560 10.450 20.5 013500339

All information provided in respect of technical data shall be considered non-binding. This information does not constitute a guarantee of
specific properties or qualities and shall not be construed as a warranty in regard to product condition, durability or service life. Subject to
modifications and errors. Our standard terms and conditions apply. For further information, please contact our applications engineering team:
pipingsystems@simona.de.
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